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DETAILED ACTION 

Election/Restrictions 

1 . Applicant's election of Group I in the reply filed on 1 1/7/2005 is acknowledged. 
Because applicant did not distinctly and specifically point out the supposed errors in the 
restriction requirement, the election has been treated as an election without traverse (MPEP 
§ 818.03(a)). 

Specification 

2. The title of the invention is not descriptive. A new title is required that is clearly 
indicative of the invention to which the claims are directed. 

Claim Rejections - 35 USC §102 

3. The following is a quotation of the appropriate paragraphs of 35 U.S.C. 102 that form the 
basis for the rejections under this section made in this Office action: 

A person shall be entitled to a patent unless - 

(e) the invention was described in (I ) an application for patent, published under section 122(b), by another filed 
in the United States before the invention by the applicant for patent or (2) a patent granted on an application for 
patent by another filed in the United States before the invention by the applicant for patent, except that an 
international application filed under the treaty defined in section 351(a) shall have the effects for purposes of this 
subsection of an application filed in the United States only if the international application designated the United 
States and was published under Article 21(2) of such treaty in the English language. 

4. Claims 1,2, and 1 1 are rejected under 35 U.S.C. 102(e) as being anticipated by U.S. 
Patent 6,845,472 to Walker et al. 

5. With regards to claim 1 , Walker teaches a storage array comprised of a plurality of 
memory cells (column 4, lines 27-45), an interface buffer coupled to the storage array (column 4, 
lines 41-47, and column 4, lines 12-26), and having a first interface to couple the memory device 
to a first memory bus to couple the memory device to an external memory controller (Fig. 6, 
elements 60 or 68), and memory error logic associated with the interface buffer to carry out a 
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check for memory errors within the storage array during a period of time in which there are no 
transactions carried out by the external memory controller on the first memory bus that involve 
the storage array (column 8, lines 46-51). 

6. With regards to claim 2, Walker teaches the memory error logic is a component of the 
interface buffer, and wherein the memory device is comprised of a circuit board to which is 
attached at least one integrated circuit that comprises the storage array and at least one integrated 
circuit that comprises the interface buffer (column 5, lines 66, through column 6, lines 29). 

7. With regards to claim 1 1 , Walker teaches bus error logic associated with the interface 
buffer to carry out a check for bus errors in transactions across the first memory bus between the 
external memory controller and the first interface (column 7, lines 19-33). 

Claim Rejections - 35 USC § J 03 

8. The following is a quotation of 35 U.S.C. 103(a) which forms the basis for all 
obviousness rejections set forth in this Office action: 

(a) A patent may not be obtained though the invention is not identically disclosed or described as set forth in 
section 102 of this title, if the differences between the subject matter sought to be patented and the prior art are 
such that the subject matter as a whole would have been obvious at the time the invention was made to a person 
having ordinary skill in the art to which said subject matter pertains. Patentability shall not be negatived by the 
manner in which the invention was made. 

9. Claims 3-10, 12-19, and 21-30 are rejected under 35 U.S.C. 103(a) as being unpatentable 
over U.S. Patent 6.845,472 to Walker et al. in further view of U.S. Patent Application 
Publication 2004/02600991 to Vogt et al. 

1 0. With regards to claim 3, Walker teaches the first memory bus provides a point-to-point 
connection between the memory device and the external memory controller (Fig. 6, element 60), 
but does not teach the interface has a second point-to-point connection. Vogt teaches the 
interface buffer has a second interface to couple the memory device to a second memory bus to 
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provide a point-to-point connection between the memory device and another memory device, 
and the interface buffer passes through bus activity between the first and second memory busses 
that does not involve the storage array (Figs. 3-5, paragraphs 29-37). It would have been 
obvious to one of ordinary skill in the art at the time of the invention to implement the error 
correction system of Walker using the point to point topology of Vogt to in order to take 
advantage of the speed increases of point to point topologies over arbitrated topologies. 
1 1 . With regards to claim 1 3, Walker teaches a storage array comprised of a plurality of 
memory cells (column 4, lines 27-45), an interface buffer coupled to the storage array (column 4, 
lines 41-47, and column 4, lines 12-26), and having a first interface to couple the memory device 
to a first memory bus to couple the memory device to an external memory controller (Fig. 6, 
elements 60 or 68), and memory error logic associated with the interface buffer to carry out a 
check for memory errors within the storage array during a period of time in which there are no 
transactions carried out by the external memory controller on the first memory bus that involve 
the storage array (column 8, lines 46-51) but does not teach the interface has a second point-to- 
point connection. Vogt teaches a local interface to a storage array comprised of a plurality of 
memory cells; a first interface to couple the storage array to a first memory bus to couple the 
storage array to an external memory controller wherein the first memory bus provides a point-to- 
point connection between the first interface and the external memory controller, a second 
interface to couple the storage array to a second memory bus to couple the second interface to 
another interface buffer to couple another storage array to the external memory controller 
through the interface buffer wherein the second memory bus provides a point-to-point 
connection between the second interface and the other interface buffer (Figs. 3-5, paragraphs 29- 
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37). It would have been obvious to one of ordinary skill in the art at the time of the invention to 
implement the error correction system of Walker using the point to point topology of Vogt to in 
order to take advantage of the speed increases of point to point topologies over arbitrated 
topologies. 

1 2. With regards to claim 27 ? Walker teaches a processor (column 3, lines 25-35), a disk 
storage device coupled to the processor a memory controller coupled to the processor (column 3, 
lines 36-57), a first memory bus coupled to the memory controller (column 3, line 63, through 
column 4, line 1 1), a first memory device having a first storage array comprised of a plurality of 
memory cells and a first interface buffer coupled within the first memory device to the first 
storage array (column 4, lines 27-45), and first and second memory error logics associated with 
the interface buffer to carry out a check for memory errors within the storage array during a 
period of time in which there are no transactions carried out by the external memory controller 
on the first memory bus that involve the storage array (column 8, lines 46-51), but does not teach 
the interfaces using a point-to-point topology. Vogt teaches the first interface buffer provides a 
first interface by which the first memory device is coupled to the first memory bus forming a 
point-to-point connection between the memory controller and the first interface, a second 
interface, a second memory bus coupled to the second interface; and a second memory device 
having a second storage array comprised of a plurality of memory cells and a second interface 
buffer coupled within the second memory device to the second storage array, wherein the second 
interface buffer provides a third interface by which the second memory device is coupled to the 
second memory bus forming a point-to-point connection between the third interface and the 
second interface, (Figs. 3-5, paragraphs 29-37). It would have been obvious to one of ordinary 
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skill in the art at the time of the invention to implement the error correction system of Walker 
using the point to point topology of Vogt to in order to take advantage of the speed increases of 
point to point topologies over arbitrated topologies. 

1 3. With regards to claims 4 and 16, Walker does not teach the use of packets, but Vogt 
teaches both a transfer of data between the external memory controller and the first interface of 
the interface buffer and a transfer of data between the second interface of the interface buffer and 
the other memory device occur with data transmitted in packets (paragraphs 2-4 and 42-44). It 
would have been obvious to one of ordinary skill in the art at the time of the invention to 
implement the error correction system of Walker using the point to point topology of Vogt to in 
order to take advantage of the speed increases of point to point topologies over arbitrated 
topologies. 

14. With regards to claims 5 and 17, Walker teaches the memory error logic monitors activity 
on the first memory bus to identify a dead time in which no commands are received from the first 
memory bus involving the storage array (column 8, lines 46-51), providing an opportunity for the 
memory error logic to proactively carry out a check for a memory error by reading a portion of 
the storage array and examining the bits that are read for an indication of a memory error without 
delaying the carrying out of an access command from the external memory controller involving 
the storage array (column 10, lines 8-40). 

1 5. With regards to claims 6, 18, and 28, Walker teaches the memory error logic proactively 
carries out a check for a memory error during a period of time in which a transaction between the 
external memory controller and the other memory device occurs (column 5, lines 66, through 
column 6, lines 29). 
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16. With regards to claims 7, 19, 29, and 30, Walker teaches the memory error logic awaits a 
signal from the external memory controller to identify a dead time in which no commands 
involving the storage array will be transmitted by the external memory controller (column 8, 
lines 46-51, and column 10, lines 8-40) by means of a programmable control register (column 
10, line 41, through column 1 1, line 6), providing an opportunity for the memory error logic to 
proactively carry out a check for a memory error by reading a portion of the storage array and 
examining the bits that are read for an indication of a memory error without delaying the 
carrying out of an access command involving the storage array (column 10, lines 8-40). 

1 7. With regards to claims 9 and 21 , Walker teaches the memory error logic carries out a 
check for a memory error during an access operation commanded by the external memory 
controller to determine if there is an indication of a memory error in bits of data being read from 
the storage array (column 5, lines 66, through column 6, lines 29). 

1 8. With regards to claims 10 and 22, Walker teaches the memory error logic corrects a 
memory error, if a memory error is detected and is correctable, and the memory error logic 
transmits a signal to the memory controller if a memory error is detected and is not correctable 
(column 6, line 60, through column 7, line 18). 

1 9. With regards to claims 23 and 25, Walker teaches bus error logic associated with the 
interface buffer to carry out a check for bus errors in transactions across the first memory bus 
between the external memory controller and the first interface (column 7, lines 19-33). 

20. With regards to claims 1 2, 24, and 26, Walker does not teach the use of CRC, but Vogt 
does teach a transaction across the first memory bus entails the transmission of data in a packet 
with CRC information, and the bus error logic examines the data and the CRC information to 
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check for an occurrence of a bus error (paragraph 83). It would have been obvious to one of 
ordinary skill in the art at the time of the invention to use the point to point topology of Vogt to 
implement the error correction system of Walker in order to take advantage of the speed 
increases of point to point topologies over arbitrated topologies. 

21 . With further regards to claims 25 and 26, it would have been obvious to one of ordinary 
skill in the art at the time of invention to implement the error checking of the first bus on the 
second and subsequent busses taught by Vogt to use the point to point topology of Vogt to 
implement the error correction system of Walker in order to take advantage of the speed 
increases of point to point topologies over arbitrated topologies. 

22. With regards to claim 14, Walker teaches the memory error logic is a component of the 
interface buffer, and wherein the memory device is comprised of a circuit board to which is 
attached at least one integrated circuit that comprises the storage array and at least one integrated 
circuit that comprises the interface buffer (column 5, lines 66, through column 6, lines 29). 

23. With regards to claim 1 5, Walker does not teach, but Vogt teaches the first interface is 
coupled to the first memory bus and the second interface is coupled to the second memory bus 
when the memory device is coupled to another circuit board to which the external memory 
controller is attached (Figs. 3-5, paragraphs 29-37). It would have been obvious to one of 
ordinary skill in the art at the time of the invention to implement the error correction system of 
Walker using the point to point topology of Vogt to in order to take advantage of the speed 
increases of point to point topologies over arbitrated topologies. 
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24. Claims 8, 20, and 31 are rejected under 35 U.S.C. 103(a) as being unpatentable over U.S. 
Patent 6,845,472 to Walker et al. and U.S. Patent Application Publication 2004/02600991 to 
Vogt et al. in further view of U.S. Patent 6,349,390 to Dell et al. 

25. With regards to claims 8, 20, and 3 1 , Walker and Vogt fail to teach the powering down of 
the inactive bus, but Dell teaches the memory error logic monitors the first memory bus for the 
occurrence of a powering down of the first memory bus, providing an opportunity for the 
memory error logic to opportunistically carry out a check for a memory error by reading a 
portion of the storage array and examining the bits that are read for an indication of a memory 
error without delaying the carrying out of an access command involving the storage array 
(powering removed by opening FETs, column 4, lines 1-65). It would have been obvious to one 
of ordinary skill in the art at the time of invention to combine the power removed error checking 
of Dell with the combined error correction system of Walker and Vogt in order to correct 
memory errors quickly and without interruption. 

Conclusion 

26. The prior art made of record and not relied upon is considered pertinent to applicant's 
disclosure. U.S. Patent Application Publication 2002/0167791 to Goris also teaches a memory 
bus system by using buffer interfaces connected by a point-to-point topology (Fig. 7, paragraphs 
23, 24, and 44). U.S. Patent 5,784,712 to Byers et al. teaches the advantages of the point-to- 
point topology were well known in the art. U.S. Patent Application Publication 2004/0003165 to 
Schulz et al. teaches the error correction along a plurality of memory interfaces. 
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Any inquiry concerning this communication or earlier communications from the 
examiner should be directed to Joshua D. Schneider whose telephone number is (571) 272-4158. 
The examiner can normally be reached on M-F, 8-4:30. 

If attempts to reach the examiner by telephone are unsuccessful, the examiner's 
supervisor, Kim Huynh can be reached on (571) 272-4147. The fax phone number for the 
organization where this application or proceeding is assigned is 571-273-8300. 

Information regarding the status of an application may be obtained from the Patent 
Application Information Retrieval (PAIR) system. Status information for published applications 
may be obtained from either Private PAIR or Public PAIR. Status information for unpublished 
applications is available through Private PAIR only. For more information about the PAIR 
system, see http://pair-direct.uspto.gov. Should you have questions on access to the Private PAIR 
system, contact the Electronic Business Center (EBC) at 866-217-9197 (toll-free). 
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